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● Auto Transport ● Trailers ● RV Equipment ● Railroad ● Logging ● Agricultural ● Farming ● 
● Trucking/Fleet Management ● Automotive ● Maintenance/Repair & Ovehaul ●

Slip Plate offers a 
wide range of  
products for a  

versatile range of  
applications! 

This product is formulated with a very high concentration of 
friction fighting graphite and a proprietary binder system to provide a long-lasting dry lubrication  
for the heaviest loads. When applied and dried, SLIP Plate® No. 1 creates a dry anti-friction graphite 
coating that does not attract and trap dust, dirt, mud, or grit as compared with greases and oils.  
Naturally hydrophobic, it provides lasting protection from rain, snow and mud to help to prevent  
rust and corrosion. SLIP Plate® is excellent to reduce wear and extend the operating life machinery.

The original aersol, convenient to use, dry-film graphite 
lubricant. This superior product produces a very slick barrier between metal surfaces that reduces 
sliding friction and build-up to help reduce corrosion. The coating is naturally hydrophobic and  
repels rain, snow, and mud that can cause materials to stick to surfaces.Works great on metal, 
wood and most polymer surfaces. Use SLIP Plate® Aerosol as a part of a regular maintenance 
schedule, to extend the life of equipment, help reduce maintenance costs, and productivity losses.

Typical aerosol lubricants are only able to lubricate the 
outside surfaces- Chain & Cable is able to penetrate deep within chain linkages and pins with 
long lasting graphite particles. Concentrated delivery of the lubricant directly to the area reduces 
overspray and saves money on maintenance costs. This combination of a solid and wet lubricant 
produces a friction-reducing layer that lasts longer, protecting better than traditional petroleum 
wet-film lubricants that only coat the outermost surface and evaporate over time.  

A water-based alternative to our SLIP Plate® No. 3 product. 
The product has been formulated using a proprietary binder system with Superior Graphite  
Signature® graphite powder that produces an excellent anti-friction coating. SLIP Plate® No. 4 creates 
a dry graphite surface that does not attract and trap dust, dirt, mud, or grit as compared with  
greases and oils. Naturally hydrophobic, it provides lasting protection from rain, snow and mud to 
help to prevent rust and corrosion. This environmentally friendly formulation of SLIP Plate® is  
excellent to reduce wear and extend the operating life machinery.

Formulated with the same technology to make our heavy-duty 
SLIP Plate® No. 1 product, but it can be sprayed easily using a conventional spray gun applicator and 
dry very quickly. This product is ideal for large coverage areas. When applied and dried, SLIP Plate® 
No. 3 creates a dry anti-friction graphite coating that does not attract and trap dust, dirt, mud, or 
grit as compared with greases and oils. Naturally hydrophobic, it provides lasting protection from 
rain, snow and mud to help to prevent rust and corrosion. SLIP Plate® is excellent to reduce wear and 
extend the operating life machinery.

Slip Plate - Aerosol    

Slip Plate - Chain & Cable    

Slip Plate No.4   

Slip Plate No.3   

Slip Plate No.1   



Application Uses Slip Plate® No.1 Slip Plate® No. 3 Slip Plate® No. 4
(Water-Based)

Slip Plate®  
Chain & Cable

Slip Plate® 
Aerosol

APPLICATIONS

Automotive / RV / Trailers P P P P
Railroad P P P
Logging P P P
Truck/ Fleet Management P P P
Mechanical Maintenance/ 
Overhaul P P P P P
Chutes/ Slides/ Warehouses P P P P
Agriculture Equiptment P P P P
Metal on Metal Lubrication P P P P P
Anti-Corrosion P P P P P
General/ Household 
Lubrication P P P P P

Physical Properties Slip Plate® No.1 Slip Plate® No. 3 Slip Plate® No. 4 Slip Plate®  
Chain & Cable

Slip Plate® 
Aerosol

DRY FILM LUBRICANTS & AEROSOLS

Type Dry Film Lubricant Dry Film Lubricant Dry Film Lubricant Aerosol Aerosol

Carrier Solvent Solvent Water Premium Chain Oil Solvent

Color Grey Grey Dary Grey Dark Grey, Black Light Gray

Fluid Consistency Thick Thin Medium to Thick Very Thin Thin

Measured Particle Size 
Distribution

- - - - -

Measured Viscosity; cps > 2,000 > 500 > 1,500 > 500 > 500

Bulk Density, LB/Gallon 8.5-9.5 7.5-8.0 9.3-10.0 - -

Flash Point > 105˚F  
(> 40.6˚ C)

> 18˚F  
(> 7.8˚ C)

> 200˚F  
(> 93.33˚ C) - -

Dry Time (tack-free), min 60-90 @ 70˚F
(12˚ C)

15-30 @ 70˚F
(21.1˚ C)

180-240 @ 70˚F
(21.1˚ C)

0-0 @ 0˚F
(0˚ C)

15-30 @ 70˚F
(21.1˚ C)

Dry Time (complete), hrs 8 @ 70˚F
(21.1˚ C)

60-90 @ 70˚F
(21.1˚ C)

24 @ 70˚F
(21.1˚ C)

0 @ 0˚F
(0˚ C)

60-90 @ 70˚F
(12˚ C)

Average Application Coverage,  
ft2/ gallon

200 300 250 Varies 15-20

Effective Temperature Range, 
(Minimum)

-75˚F  
(-59.4˚ C)

32˚F  
(0˚ C)

-75˚F  
(-59.4˚ C)

Effective Temperature Range, 
(Maximum)

450˚F  
(232.2˚ C)

200˚F  
(93.3˚ C)

450˚F (232.2˚C) 
800˚F (426.7˚C)

Suggested Application  
Ambient Temperature Range

50-100˚F (10-37.8˚ C)

Suggested Dilution Ratio Not Recommended

Suggested Dilutant/Cleaner Mineral Spirits Paint Thinner / 
VM&P Naphtha Water Not Recommended

Shelf Life under original seal 24 Months 24 Months 12 Months Unlimited under original seal
  

405 Old Main Street | P.O. Box 144 | Asbury, NJ 08802 | slipplate.com
Phone: +1 877-371-4690 | Fax: +1 913-371-1572


